
CALIFORNIA REGIOANL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 82-48

NPDES PERMIT NO. CA0037401

WASTE DISCHARGE REQUIREMENTS FOR:

ANGEL ISLAND STATE PARK
DEPARTMENT OF PARKS AND RECREATION
STATE OF CALIFORNIA
MARIN COUNTY

The California Regional Water Quality Control Board, San Francisco Bay
Region (hereinafter Board), finds that:

1. The Department of Parks and Recreation, State of California,
(hereinafter Discharger) owns and operates Angel Island State Park.

2. The discharger, by application dated June 11, 1982, has applied for
Waste Discharge Requirements and a reissuance of a permit to discharge
waste under the National Pollutant Discharge Elimination System for
Angel Island State Park.

3. The sewerage system on Angel Island includes septic tanks, holding
tank and Bay outfalls. Some waste discharges are to Central San
Francisco Bay, a water of the United States.

4. The Bay discharges are:

a. A 5,000 gallon septic tank receives sewage from toilets next to
the wharf at Ayala Cove. A 10,000 gallon septic tank receives
the rest of the sewage from Ayala Cove. The sewage from the 2
septic tanks is combined in a holding tank, then pumped through a
3 inch force main to the Bay just off Point lone.

b. At East Garrison, a sewer receives sewage from the rangers'
residences. The untreated sewage is discharged through the
seawall near the southeastern side of East Garrison.

Co A sewer receives sewage from a ranger residence between East
Garrison and the firehouse. The untreated sewage is discharged
directly to the Bay.

5. A new collection sytem for Angel Island State Park is presently under
construction. This system will include new septic tanks, new storage
tanks, and pumps and force mains. All of the wastewater generated at
Angel Island will be conveyed to a new 15,000 gallon flow equalization
tank. Initially, flow will go directly to an improved outfall at
Point lone, to San Francisco Bay. ~.JasteVlater flow is highly variable
at Angel Island, and for purposes of flo" equalization the new system
"ill include a total of 45,000 gallons of storage tank volume in
addition to a total of 30,000 gallons of septic tank volume.
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